
37,500.-/SET

29,500.-/SET

9,990.-

14,500.-

13,500.-

22,500.-

62,000.-

19,000.-

2,100.-
(Price/bot)

750.-
(Price/bot)

280.- (Price/pk)
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1
PriceQTY*

1,790.-1-9 ลงั

1,700.-10-49 ลงั

1,650.-50 ลงัขึÊนไป

Petri Dish, Hycon
SIZE ; 15×90 mm
500 pcs / box *ราคาต่อลงั

2

Centrifuge 
Tube with flat 
Cap, Sterile PP, 
Autoclavable

Case
10 pack/Case

Pack
50/Pack

Size*

4,000.-430.-15ml

5,000.-530.-50ml

3

Pipette tips, 10ul, 1000ea/pk
Pipette tips, 200ul, 1000ea/pk
Pipette tips, 1000ul, 500ea/pk

**Buy 2 Get 1 Free

4 Oakton pH buffer (4, 7, 10 pH)
Code: 00654-00, -04, -08, 
500ml/bot

5 3.8M KCl Electrode 
Fill Solution

Code: 05992-47
Pack of two 125 mL

6 Oil-Free Piston 
Vacuum Pumps

GVS, Italy

Model V400 
100 mbar; 
Max. Flow Rate:

34 L/min

7 Filtration Apparatus
“Biobase”

Biobase “China”
- 1 L Collecting Flask
- 300 mL Funnel, 

dia. 47 mm
- Wet part: PTFE

9,500.-

8 12-port SPE Manifolds set

Kinesis “UK”
- Included: lid, PP needles,
stopcocks, rack,
vacuum gauge,

waste collection container 
And plate for accepting
11-, 12- and

16- mm dia. tubes/vials
- Code 06480-04

9 Benchtop pH meter with
probe and stand, “Oakton”

- Code: 35419-28
- pH range: 0-14
- Resolution: 0.01
- Automatic temp. 
compensation

- Data logging: 50 data

10 “OmegaZen™, Argos” Pipette Controller

- Accepts glass or plastic serological pipettes
from 1 to 100 mL Durable,
- UV-resistant plastic housing is ideal for use in
cleanrooms and fume hoods Removable 
nosepiece
- silicone adapter autoclavable at 121°C 
- The LCD  Display

11 Digital Hotplate with Stirrer 
model UC152D

- Plate Material: Glass ceramic
- Plate Dimensions, mm: 150 x 150
- Max plate temp, °C: 450
- Stirrer Speed, rpm: 100 - 2000
- Maximum Stirring Capacity, 15L
- Temp. Display: LED

12 Analog Vortex Mixers 
model VXMNAL (Item.no.30392120)

- Speed Rage: 300 to 2500 rpm
- Controls: Auto/Off/On Rocker Switch
- Speed Knob: Variable 1 to 10 Dial Marks
- This product includes: Cup Head, 7.6 cm (3”) 

Head, 7.6 cm (3”) Rubber Head Cover

13 Digital Dry Block Heater 

Specification:
- Temperature Range: 

Ambient +5°C to 120°C
- Microprocessor Control: 

PID temperature control
- LED Display: Touch pad 

controls with easy-to-read
- Heat-Up Time to 100°C: 

1 Block Model: 45 minutes
2 Block Model: 50 minutes

Select block

1) 1 Block 

2) 2 Block 

**หมายเหตุ 

1) ราคายงัไม่รวมภาษีมูลค่าเพิÉม 7%

2) ยืนราคาถึง 31 ธันวาคม 2566 

หรือจนกว่าสินค้าจะหมด

3) เปิดบิลขัÊนตํÉา 3,000 บาท
Code: 25300-96

Pipette Tips, China
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1

Serological Pipette 
OXFORD, USA

• Sterile and available in individually  
packed peel-to-open wrap packaging 

• Temperature tolerance: -20°C to +50°C 
• Pipette material: GPPS (General 

Polystyrene), Filter material: PO (Polyolefin)
• DNase/RNase, pyrogenic, latex, and cytotoxic free
• Compliance with USP Class VI

2
Mini Centrifuge 
model CM-8 
OXFORD, USA

Speed rpm/RCF: 6,000 rpm/2,000 x g
Included:
• Capacity : 8 x  1.5 mL/2.0 mL   

Microcentrifuge Tubes Fix Rotor 
• 0.5 ml Tube adaptor 
• PCR Strip Rotor

7,100.-

3

• Convenient Push Button Control
• Multiple Dispensing Modes
• Easily Cleanable
• Dual Safety Filter
• NiMH Battery

7,500.-

5

4,750.-/EA
6,000.-/EA

Accupet EVO

Pipette Controller 
Model AccuHelp
OXFORD, USA

AutoPipette
OXFORD, USA

• Fully Autoclavable
• Volume Lock

Accupet Pro

6 Pipette Tips
OXFORD, USA

Price/pk Detail Item#

460.-10µL Universal Tip, 1000 tips/pkXB-10

460.-200µL Universal Tip, 1000 tips/pkXB-200

530.-300µL (200µL Extended) , 1000 tips/pkXB-300

400.-1250µL (1000µL Extended), 500 tips/pkXB-1250

880.-5000 µL tip, 100 tips/pk.  
suitable to Accupet Pro 5mL pipette

XB-5ML

720.-5000 µL tip, 100 tips/pk. 
suitable to Accupet EVO 5 ml pipette

XBE-5ML

1,990.-10000 µL tip, 100 tips/pk. 
suitable to Accupet Pro 10 ml pipette

XB-10ML

1650.-10000 µL tip, 100 tips/pk. 
suitable to Accupet EVO 10 mL pipette

XBE-10ML

**หมายเหตุ 

1) ราคายงัไม่รวมภาษีมูลค่าเพิÉม 7%

2) ยืนราคาถึง 31 ธันวาคม 2566 

หรือจนกว่าสินค้าจะหมด

3) เปิดบิลขัÊนตํÉา 3,000 บาท



Syringe Filter “GVS, USA”

Price
(100/box)

Housing
Material

Membrane 
Diameter

Pore 
SizePictureItem.no.

2,100.-Acrylic25 mm 5.0 um
FJ25ANCCA050PH01
CA: Cellulose Acetate

1,580.-Polypropylene13 mm 0.22 um
FJ13BNPNY002AH01
Nylon

1,580.-Polypropylene13 mm 0.45 um
FJ13BNPNY004AH01
Nylon

1,820.-Polypropylene25 mm 0.22 um
FJ25BNPNY002AH01
Nylon

1,820.-Polypropylene25 mm 0.45 um
FJ25BNPNY004AH01
Nylon

1,750.-Polypropylene13 mm 0.22 um
FJ13BNPPT002AH01
PTFE

1,750.-Polypropylene13 mm 0.45 um
FJ13BNPPT004AH01
PTFE

2,290.-Polypropylene25 mm 0.22 um
FJ25BNPPT002AH01
PTFE

2,290.-Polypropylene25 mm 0.45 um
FJ25BNPPT004AH01
PTFE

1,710.-Polypropylene13 mm 0.22 um
FJ13BNPPS002AH01
PES

1,710.-Polypropylene13 mm 0.45 um
FJ13BNPPS004AH01
PES

1,970.-Polypropylene25 mm 0.22 um
FJ25BNPPS002AH01
PES

1,970.-Polypropylene25 mm 0.45 um
FJ25BNPPS004AH01
PES
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Mini Cool Incubator
Model: 2-926-21
Capacity: 28 L
Temp. range: 3 to 45 oC
Input Voltage: 100-240 VAC

Auto-Dry Desiccator
Model: OL-3S
Input Voltage: 100-240 VAC

Auto-Dry Desiccator
Model: OH-3S
Input Voltage: 100-240 VAC

Desiccator
Model: LH
Material: Acrylic

Autoclavable 
Spray Bottle
Model: 2-7625-01

Underwater Stirrer
Controller (model: 4-3880-01)
Position: Up to 6 
Input Voltage: 100-240 VAC
Stirrer (model: 4-3880-02)
Capacity: Up to 1 L, 120 mm (dia.)
Input Voltage: 100-240 VAC

Line OA
Controller + 1 Stirrer: 22,500/set

For more Stirrers: 7,500/ea

39,000.-
7,900.-

18,000.- 790.-

19,500.- Please contact us

Water Quality Tester 
“PACK TEST”
pH/Iron/Nitrile/Phenol/H2O2/
Ozone/Chlorine/etc.

https://www.as-1.co.jp/en/

Find more 
AS-ONE 
Products

หมายเหตุ: ราคานีÊยังไม่รวมภาษี 7%      ยืนราคาถึง 31 ธันวาคม 2566

บริษทั แอลเคมิสท์ ไซเอนติฟิค จาํกดั
ALCHEMIST SCIENTIFIC CO., LTD

PROMOTION


